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はんだ槽用のプローブです。

①従来の温度センサーをはずし、温度プローブの
　コネクター赤、青の色を合わせます。

②ハッコーのこて先温度計/はんだこてテスターの
　ターミナルに差し込みます。

③プローブの先をはんだの中に入れ、測定します。

For measuring the temperature of solder in the 
soldering pot.

1. Remove the temperature sensor from 
    HAKKO Thermometer/Soldering tester.

2. Connect the probe to the terminal of 
    HAKKO Thermometer/Soldering tester. 
    Place the red end on the side with the red dot,
    and blue end on the another side of the terminal.

3.  Dip the tip of probe into the solder and measure 
     the temperature.

No.A1310
温度プローブ

取扱説明書

No.A1310
Temperature Probe

Instruction Manual

https://www.hakko.com
〒���-���� 大阪市浪速区塩草�丁目�番�号
 ＴＥＬ：（��）����-����（代）ＦＡＸ：（��）����-����

© 2007-2020 HAKKO Corporation. All Rights Reserved.

OVERSEAS AFFILIATES
U.S.A.: AMERICAN HAKKO PRODUCTS, INC.
TEL: (661) 294-0090 FAX: (661) 294-0096
Toll Free (800) 88-HAKKO   
                               4  2  5  5  6
https: //www.HakkoUSA.com  E-mail: Support@HakkoUSA.com 

SINGAPORE: HAKKO PRODUCTS PTE., LTD.
TEL: 6748-2277 FAX: 6744-0033
https: //www.hakko.com.sg     E-mail: sales@hakko.com.sg

HONG KONG: HAKKO DEVELOPMENT CO., LTD.
TEL: 2811-5588 FAX: 2590-0217
https: //www.hakko.com.cn     E-mail: info@hakko.com.hk

Please access the web address below for other distributors.

https://www.hakko.com

HEAD OFFICE
4-5, Shiokusa 2-chome, Naniwa-ku, Osaka 556-0024 JAPAN
TEL: +81-6-6561-3225 FAX: +81-6-6561-8466
https: //www.hakko.com  E-mail: sales@hakko.com  

2020.5
MA01250XZ200526

はんだ槽用のプローブです。

①従来の温度センサーをはずし、温度プローブの
　コネクター赤、青の色を合わせます。

②ハッコーのこて先温度計/はんだこてテスターの
　ターミナルに差し込みます。

③プローブの先をはんだの中に入れ、測定します。

For measuring the temperature of solder in the 
soldering pot.

1. Remove the temperature sensor from 
    HAKKO Thermometer/Soldering tester.

2. Connect the probe to the terminal of 
    HAKKO Thermometer/Soldering tester. 
    Place the red end on the side with the red dot,
    and blue end on the another side of the terminal.

3.  Dip the tip of probe into the solder and measure 
     the temperature.

No.A1310
温度プローブ

取扱説明書

No.A1310
Temperature Probe

Instruction Manual

https://www.hakko.com
〒���-���� 大阪市浪速区塩草�丁目�番�号
 ＴＥＬ：（��）����-����（代）ＦＡＸ：（��）����-����

© 2007-2020 HAKKO Corporation. All Rights Reserved.

OVERSEAS AFFILIATES
U.S.A.: AMERICAN HAKKO PRODUCTS, INC.
TEL: (661) 294-0090 FAX: (661) 294-0096
Toll Free (800) 88-HAKKO   
                               4  2  5  5  6
https: //www.HakkoUSA.com  E-mail: Support@HakkoUSA.com 

SINGAPORE: HAKKO PRODUCTS PTE., LTD.
TEL: 6748-2277 FAX: 6744-0033
https: //www.hakko.com.sg     E-mail: sales@hakko.com.sg

HONG KONG: HAKKO DEVELOPMENT CO., LTD.
TEL: 2811-5588 FAX: 2590-0217
https: //www.hakko.com.cn     E-mail: info@hakko.com.hk

Please access the web address below for other distributors.

https://www.hakko.com

HEAD OFFICE
4-5, Shiokusa 2-chome, Naniwa-ku, Osaka 556-0024 JAPAN
TEL: +81-6-6561-3225 FAX: +81-6-6561-8466
https: //www.hakko.com  E-mail: sales@hakko.com  


