


373/374的使用說明書裡添加FM-2027/FM-2028用引導管組合M/N和912(長套頭)用的
引導管組合P/Q及FX-8301用引導-管組合R/S/T的內容。

●引導管組合的安裝
請將隨附的管件插入出錫管裝置，
以六角扳手 (M3) 略為鎖緊。
調整完送錫位置後,將引導管組合鎖緊。

●使用焊鐵座
請先裝回整組附件隨附的彈簧式焊鐵座，
然後再將焊鐵置於焊鐵座。

直徑為1.6 mm的無鉛焊錫線不能使用。

2. 規格

通知

引導管組合

引導管組合

引導管組合

引導管組合

引導管組合

引導管組合

引導管組合

引導管組合

引導管組合

引導管組合

B3477

B3478

B3479

B3480

B3563

B3564

B3565

B3481

B3482

B3483

B3484

B3566

B3567

B3568

B3569

B3570

B3571

B3485

B3486

B3489

B2158

B3487

B3488

0.6 ~ 1.0mm

1.2mm

0.6 ~ 1.0mm

1.2mm

0.6 ~ 1.0mm

1.2 ~ 1.6mm (373)

1.2mm (374)

1.6mm (374)

0.6mm

0.8mm

1.0mm

1.2mm

0.6, 0.65mm *

0.8mm

1.0mm

1.2mm

1.6mm (373)

1.6mm (374)

0.6 ~ 1.0mm

1.2mm

-

-

-

-

FM-2027, FM-2028

912, FX-9501

FX-8301

FM-2027, FM-2028, 912

FX-8301

FM-2027, FM-2028, 912

FH-100, FH-200

907, 908, FX-8301

FM-2027, FM-2028

912

編號 部件名稱 適合焊鐵直徑 適合款型

引導管J

引導管K

護夾子

夾子C

夾子D

夾子E

2. SPECIFICATIONS

1.6mm dia. lead free solder is not available for use.

INFORMATION

Adding the tube unit M, N, P, Q, R, S and T to HAKKO 373 and 374. Tube unit M and N are used for 
FM-2027 and FM-2028. Tube unit P and Q are used for HAKKO 912.
Tube unit R, S and T are used for FX-8301.

　Attaching the Guide Pipe  Assembly
Please insert the guide pipe assembly 
directly in the tube unit, and tighten lightly
with a hex wrench (M3).

　Usage of Iron Holder
Replace the spring holder with the spring
holder included in the set before placing 
the iron in the iron holder.

B3477
B3478
B3479
B3480
B3563

B3564

B3565
B3481
B3482
B3483
B3484
B3566
B3567
B3568
B3569
B3570
B3571
B3485
B3486
B3489
B2158
B3487
B3488

0.6 ~ 1.0mm
1.2mm
0.6 ~ 1.0mm
1.2mm
0.6 ~ 1.0mm
1.2 ~ 1.6mm (373)
1.2mm (374)
1.6mm (374)
0.6mm
0.8mm
1.0mm
1.2mm
0.6, 0.65mm *
0.8mm
1.0mm
1.2mm
1.6mm (373)
1.6mm (374)
0.6 ~ 1.0mm
1.2mm

-
-
-
-

FM-2027, FM-2028

912

FX-8301

FM-2027, FM-2028, 912

FX-8301

FM-2027, FM-2028, 912

FH-100, FH-200
907, 908, FX-8301
FM-2027, FM-2028
912

Part No. Part Name Dia. of Solder Soldering Iron
Tube unit M / with Switch
Tube unit N / with Switch
Tube unit P / with Switch
Tube unit Q / with Switch
Tube unit R / with Switch

Tube unit S / with Switch

Tube unit T / with Switch

Guide Pipe Asse’ y

Guide Pipe Asse’ y
Guide Pipe Asse’ y

Guide Pipe Asse’ y
Guide Pipe Asse’ y
Guide Pipe Asse’ y
Guide Pipe Asse’ y
Guide Pipe Asse’ y
Guide Pipe Asse’ y
Guide Pipe Asse’ y
Guide Pipe J
Guide Pipe K
Retaining clip
Clip C
Clip D
Clip E

* Dia. of solder 0.65mm is available for HAKKO 373 only.

出錫管裝置M / 附開關 

出錫管裝置N / 附開關 

出錫管裝置P / 附開關 

出錫管裝置Q / 附開關 

出錫管裝置R / 附開關 

出錫管裝置S / 附開關 

出錫管裝置T / 附開關 

*直徑為0.65mm的焊錫只適用與HAKKO 373.
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